
 

 

 

 

 

MAKING YOUR DREAMS A REALITY 

FITTING INSTRUCTIONS 

Stay BPSY-0045 

 

 

 

 

Included in NSR250 Exhaust sets: 

 EXCS-0005A (MC21) 

 EXCS-0006A (MC21) 

 EXCS-0005B (MC28) 

 EXCS-0006B (MC28) 

 EXCS-0047 (MC28) 

BPSY-0045 



This stay is designed to allow for more clearance with race exhausts chambers 

where they exit the rear right of the fairing and avoid having to cut them which 

is a shame given the value of the NSR250 and the cost of replacement panels. 

The stay moves the fairing slightly lower and outward to give more room and 

space between chamber and panel.  Photo 1 shows the fairing is touching the  

fairing before and Photo 2 shows the clearance once installed.  



To install, first remove the lower fairing if it is already installed. Then loosen off the coil 

mounting bolt in the photo (3) below so the coil stay can be rotated in    anticlockwise    

direction to allow the lower right panel to sit slightly lower. Only tighten after the lower 

right panel has been installed and the inspection cover trial fitted. 

 

 

 

 

 

 

 

 

 

 

 

Next, install the stay BPSY-0045 as shown in photo 4 and reinstall the lower fairing. At this 

point, allow the stay to rotate and move up and down on the bolt supplied which holds it 

to the frame. Find the optimum clearance of the panel with the chamber, making sure it is 

not overstressing the panel and pulling the left side so much that the left side touches the 

chamber.  

 

 

 

 



 

Trial install the right side inspection cover. If it is hard to install due to the lower right being 

lower than stock, then either slightly bend or space the two frame to fairing stays to allow 

for the inspection cover to sit comfortably in position. Only a few mm should be enough. 

Remove inspection cover once this has been accomplished. 

Once satisfied with the position, tighten  the coil mounting stay bolt, the bolt which holds 

the lower right to the coil stay and the bolts that are installed in BPSY-0045. 

Check once more for clearance with chambers on both left and right side and adjust if 

necessary.  

Once satisfied you have clearance, do a short shakedown ride and then check that         

everything is still tight and the fairing is not getting hot to the point that it might melt.    

Assuming everything is ok, then the job is complete and you can ride with confidence 

without melting your lower fairing  
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